
 
Installation Instructions 

UTF53V8 
 

·  Designed for the F-53 chassis with 14—18k (Dana 80 Differential)                                                                                                       

 
 
 

1. Move the coach to a level, flat surface. Drive the coach onto approximately 4” blocks. 
Set the brake and chock wheels. Block off adequate space at the rear of the coach to 
work. 

 
2. Installation of the Mounting Bracket— Remove and discard the 4 bolts, 2 on each 

side that hold the sway bar on the differential housing.  
 

On the left hind side (Driver’s side) insert the Mounting Bracket underneath the sway bar 
bracket and install bolts supplied in bolt kit. There are four holes drilled and tapped in the 
bracket to accept the four square head set-screws. Put a drop of Locktite on each set-
screw and thread into the tapped holes. Tighten the set-screws down equally until they 
contact the bracket that is welded to the differential. This will stop the lateral movement of 
the bracket. 
 
On the right hand side (passenger side) insert Spacer Plate between sway bar brackets 
and differential. Install bolts supplied in kit. 
 
NOTE: On earlier and lighter chassis the sway bar b rackets are held on with 10mm 
bolts. We suggest that you remove the bolts and the  nuts that are tacked on the 
differential and replace them with the 12mm bolts a nd nuts included in the kit. On 
some models, 12mm bolts are used. If 12mm bolts are  used, replace them with the 
bolts included in the kit, because they are longer.  Tighten to 45-55 ft.lbs. 
 



 
 
 
3. Installation of the Frame Bracket— You will note two holes in the frame on the right 

hand side (passenger side) above the differential. Use the two ½”-2” bolts and the 
Backing Plate, install on the outside of the frame. Now put the T-Bracket on the inside 
of the frame over the bolts and assemble the lock washers and nuts. Tighten to 70-80 
ft.lbs. 

 
NOTE: You will note that the Backing Plate has a no tch in one corner. This notch is   
there to clear the existing bracket that is already  bolted to the frame. If air bags are 
installed on the coach, you may need to drill or mo dify the existing bracket before 
mounting the Frame Bracket. 
 
4. Installation of the Rod Assembly— Install the Rod Assembly  using the ¾” bolts, flat 

washers and lock nuts. Be sure that there is a flat washer on each side of the urethane 
bushings.  When adjusting the length of the Rod Assembly it is necessary that the 
coach’s full weight be on the suspension. 

 
Mount bar behind Frame Bracket  and in front of Mounting Plate and adjust to fit with 
coach at NORMAL RIDE HEIGHT. Torque large bolts to 120-150 ft.lbs, then torque jam nut 
to 100-150 ft.lbs. This completes the installation. 
 
5. Test drive. Complete and mail warranty card. 

 
6. Re-check torque in 6 months. 

 
 
 
 
 

If you have any questions, call Ultra-Distributing at  
877-786-1576 or 541-441-0377 

www.ultradistributing.com   email: mike@ultradistributing.com  
 
 
 
 
 
 

 


