





Workhorse & Chevrolet P-32  /
Bar /

1. Position the vehicle on a level surface with Install a 3/4” bolt, two (2) flat washers and a
the front wheels straight ahead and sitting at " ORFN QXW LQWR WKH URG D
normal ride height. Set the brake and chock bracket. Leave all bolts finger tight for now.

all the wheels. 5. Once the frame bracket is straight with the rod

2. '"HWHUPLQH ZKLFK VLGH RI WKH DNOMWHPEOO KQFH[OH EUDFNHW
WKH PRVW WKUHDG H[SRVHG RQ ®RARDVBEH X EFERWWY RQ WKH Il
After determining which side, clean the threads torque to specifications. 7TKHQ WLIJKWHQ W
ZLWK D ZLUH EUXVK ,QVWDOO WEKROMW®HVRUW K NHWDRPGIWRQR XJK V
WKH X EROWV ZLWK WKH VXSSOLW&H IUZPN KWHFX DG\ 'R QRW R

" ORFN QXWV DQG IXOO0\ WLJKWHQ\PX ZIL@WWS MOFFAV WIK\H WKUHD G
u-bolt nuts. VHEXUHO\ IDVWHQHG WLJKWHQ

3. 3RVLWLRQ WKH IUDPH EUDFNHW ROMWR! WKH RSSRVLWH

VLGH IUDPH UDLO DQG ORRVH@\TRRAXWHHWHKH ZLWERMOKWHY LQ WKH
QXW SODWH IUDPH EUDFNHW D Qspetifitations. Inspedt for any wiring or hose

bolts with 5/8” lock and flat washers. Loosely WKDW PD\ UXE DJDLQVW WKH EU
LQVWDOO WKH WZR ’ [ LOQERROWNH BRWH.WLRQ ZLWK WKH
WKH ’ MDP QXWV LQWR WKH WLHFHSERYE IS H\E

The bracket needs to be loose enough on the

I UDPH UDLO WR PRYH EDFN IRXUWK WR OLQ
ZLWK WKH D[OH EUDFNHW

4. ,QVWDOO WKH URG DVVHPEO\ RQWR WKH D]
ZLWK RQH ’ [ " EROW WZR ’
flat washers and a 3/4” lock nut. Be sure
the flat washers are on either side of the
urethane bushing. Position the frame bracket
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ERWK WKH URG DVVHPEO\ DQG IUOFREUDFNHW + )DI
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